911 GIGNAL

BLAZERS Series

TECHNICAL SPECIFICATIONS

ltem 091601
Color Blue
Voltage DC 10-33V
Max Power 50W
LED 12Pcs 3W LED
Flash Patterns 22
LENS Reflector
Siren Tones 30
Certification R65 Class1/R10/SAE
FEATURES

e Beacon and siren combination features aerodynamic design and better
vehicle tire grip.

® A 30W speaker with integrated amplifier produces 110dB sound level and has
30 tones available to choose.

® 360°coverage, optimal light intensity and low amp draw.

® 10-33V multi-voltage, with a cigar plug switch.

® Magnetic Mounting approved with maximum speed of 239 km/h.

® Meets and exceeds R65 Class 1, R10, SAE, speed test and approved French
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MOUNTING

e Magnetic Mount ® Permanent Mount with 4 screws

l Magnetic Plate
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‘ Max speed:239Km/h
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siren tones.
Portable speaker * Mounting instructions: the product has to be fixed by dry and clean conditions
and beacon combination on a magnetic roof. Further the connection between the magnetic foot and the
roof has to be checked continuously.
WIRING SIREN TONES
1 Wail
2 Yelp
3 Piercer
~—BEACON -
D o 4 Airhorn
+—BEACON+SIREN 5 Hi/Low
SIRETN NIGHT MODE 6 China Police
7 China Ambulance
FLASH PATTERN SIREN TONE 8 French Police (Approval)
9 French Gendarmerie (Approval)
10 French Fire Brigage (Approval)
> POWER CABLE 11 French Ambulance (Approval)
ﬁ,l;f;::;ﬁzplugw"hsm 12 French Private Ambulance (Approval)
13 Italia Ambulance
14 Italia Police
15 Fire Brigade (ltaly and Czech Republic)
FLASH PATTERNS i Y 2d
N 17 POWERCALL
1 Random(Default) 12 Quad(All) LS UNITROL ULTRAHILO
S Simale(Sor 5 ouimt(Al 19 UNITROL HERTRO
ingle(Split) Quint(All 20 HifLow 466P
3 Double(Split) 14 Mega(All) 21 Horn 911 Slgnal Technology Inc.
4 Quad(Split) 15 Ultra(All) 22 Wail (SUBTONE)
5 Quint(Split) 16 Single-Quad(All) 23 Yelp (SUBTONE) Add:Room 701-702,Hengwei Building,No.258, Tiangao Lane,
6 Megal(Split) 17 Single-H/L(AIl) 24 Piercer (SUBTONE) ;:ounon (S:L;bdistrict,Yinzhou Area,Ningbo City,
25 Airh BTONE ejiang,China.
7 Ultra(Split) 18 ECE 65 Double Flash Phase 1 irhorn (SUBTONE) yang
. ) 26 Hi/Low (SUBTONE)
8 Single-Quad(Split) 19 ECE 65 Double Flash Phase 2 27 POWERCALL (SUBTONE) Tel: +86 57489017911 +86 400 6757911
9 Single-H/L(Split) 20 ECE 65 120FPM Single Flash Phase 1 28 UNITROL ULTRAHILO (SUBTONE) Fax: +86 574 82822560
10 Single(All) 21 ECE 65 120FPM Single Flash Phase 2 29 UNITROL HERTRO (SUBTONE) Email: sales@911signal.com BLZERS-X4
30 Website: www.91 1signal.com V1.0.0
11 Double(All) 22 ECE 65 125FPM Rotator Flash Manual

90x120mm/P
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