


Keep away from
corrosive substances.

Avoid direct
look into the light.

Keep hands away from
® O§ @ operating lights to

prevent burns.
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Keep away from fire.

Disassembly
is not allowed.

-

-C8s compact size(88 x84 x74mm)
makes it applicable for multiple mounting
locations.

+ Equipped with four powerful CREE
LEDs and innovative reflector design, C8
boasts a light output as high as 1000
lumens.

- C18offersa higher light output than
C8, reaching 1800 lumens.

+Opt for standing, suspending, or side
mounting, C18 lights up your work area
no matter where you would like to fititin.
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Item Voltage Lux Lumen Color Temp CQrtiﬁl:ate| ltem Voltage Lux Lumen Color Temp | Certificate

120501 DC 9-33V 340Lx(10M) 1000Lm 7000K R10 120591 DC 7-33V 150Lx(10M] 1000lm 7000K R10

Item Item

Long-Range Illumination Close-Range lllumination

Cable Cable
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Voltage

Lux

Lumen

LED

Color Temp

DC 9-33V

Item

280Lx(10M]

1800lm

2Pcs 18W
LED

7000K

Item Voltage Lux Lumen

LED

Color Temp

Long-Range Illumination

Cable

120451 DC 9-33V 200Lx(10M) 1800lm

2Pcs 18W
LED

Item

7000K

Close-Range lllumination
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Side

Stand

Suspend
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Worklamp
Switch
User Supplied aﬁg
- + RED BLK
ST 7N
Ground Fuse 5A
User Supplied

Ground
WIRING DIAGRAM FOR REFERENCE ONLY

~ NAPPLICATION
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Tractar Caombined Harvester Excavator Fire Truck Tow Truck
O omQ —"!)10 IOIOI' l‘oioll
Forwarder Truck Forklift Ambulance Snow Plough
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