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INSTALLATION INSTRUCTIONS

Installation 

    Gutter Mounting
Simple and Securely

With 8-core Cable

Brown
Yellow 

TD and AL Flash
TD and AL on/off

Green
White

Left Arrow
Right Arrow

Orange
Blue

Wiring

Warning: Don’t look directly into the LEDs, while in operation. May cause momentary blind ness and/or eye damage.

• Integrated traffic direction feature
• Multipie user-programmable flash patterns
• Extreme performance in a package under 2” high
• Increased vehicle fuel efficiency
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Demonstrate: BR8 (12V) 
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BR8 POWER SUPPLYBR8 CONTROL PANEL
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F5100A Por 48” LED Lightbar
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Demonstrate: BR993 (12V) 

Demonstrate: BR990 (12V) 

Warning: Don’t look directly into the LEDs, while in operation. May cause momentary blind ness and/or eye damage.

Demonstrate: BR100 (12V) 

BR993
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To +12VDC with 40A fuse 
To chassis ground
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To +12VDC with 40A fuse 
To chassis ground
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Wiring

To +12VDC with 40A fuse 
To chassis ground 

RED
BLACK
Blue
Orange
White
Green
Yellow
Brown

22AWG

16AWG

More than one BR100 can mix and match

one switch connected one line

BR990
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