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Flash pattern
Random(Default)
Single(Split) 
Double(Split)
Quad(Split)
Quint(Split) 
Ultra(Split) 
Single-Quad(All)Single-Quad(All)
Single-H/L(All)
ECE R65 single (All)
ECE R65 Double(All)
Single(All) 
Double(All)
Quad(All)
Quint(All) Quint(All) 
Ultra(All) 
Single-Quad(All)
Single-H/L(All)
Steady 2(California)
Steady 4(All)

1.
2.
3.
4.
5.
6.
7.7.
8.
9.
10.
11.
12.
13.
14.14.
15.
16.
17.
18.
19.

A:3M adesive mount

B:Surface mount

C:Bracket mount

SAE-10-W-2

ECE R65

ECE R10
TIR196Pcs 3W9-18W10-33 VDC

021301A
021302A

021301B
021302B

021301R
021302R

021301W
021302W

021301WA
021302WA

021301BR
021302BR

F6

· Lens in sophisticated design with 6 pcs LED

· Beam angle in both horizontal and vertical installation can reach 70° 

· With SAE，ECE R65 approved(Blue/Amber)

· Integrated design, can be surface mounted and bracket mounted

· Waterproof rating: IPX7

· Warranty:3 years

021302

 TOP 

021301

TOP

Horizontal Version 021301
Vertical Version 021302
F6 Lighthead


