
Code LOKI
Item 024121A 024121B 024123TAB 024123TAW 024123TRB
Warning light
Voltage DC 10-33V
Max Power 10W
Lens TIR
LED 6pcs*3W 12pcs*3W
Flash Patterns 19 12
IP Rating IP67+IP69K
Operating Temperature -30° C to +70° C

Certifications

ECE R10 
ECE R65 class1
ECE R65 HT class2
SAE J595 
CA T13

Mounting Screw Mounting
3M VHB Tape Mounting

Warranty Llifetime Warranty

www.911signal.com

◎ Lifetime warranty
◎ Can bend backward up to 30° , suitable for mounting on curved surfaces
◎ LOKI silicone bendable LED light has effective resistance to impact and corrosion
◎ 3M VHB tape mounting and screw mounting
◎ Better anti–yellowing and antioxidant lens design than traditional ones
◎ Unique heat dissipation technology is design to prolong service life
◎ Reach and exceed: ECE R10, ECE R65 class1, ECE R65 HT class2, SAE J595, CA T13

Office Address: Room 701-702, Heng Wei Building, No.258, Tian Gao Lane, Shounan subdistrict, 
Yinzhou Area, Ningbo City, Zhejiang, China.
Tel: +86 574 89017911 - 8001       Fax: +86 574 82822560       
Email: sales@911signal.com
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