
PT4-6

PT4-4

PT4-2

Code

PL4-D8

PT4-6

PT4-8

PT4-2

PT4-4

Item

040304A
040304B
040304R
040304BR
040304WR
040304W

040301A

040302A

040303A

040305
A/R B/A

040305
B/A

Color Voltage

10-30V

Max

47W

50W

71W

18W

29W

LedPower

64PCS

3W LED

24PCS

3W LED

32PCS

3W LED

8PCS

3W LED

16PCS
3W LED

Lens

TIR

LIN

30

Flash
Pattern Length

35"

33"

44"

11"

22"

4 core cable:
Red(+),Black(-),

Yellow(Flash Pattern)
White(null)

4 core cable:
Red(+),Black(-),

Yellow(Flash Pattern)
White(null)

8 core cable:

Orange(Right arrow)
Blue(Left Arrow)
Yellow(MODE)

Orange and Blue(Split arrow)
Green(AUX)

Red(+),Black(-),Brown(ON/OFF)

8 core cable:

Orange(Right arrow)
Blue(Left Arrow)
Yellow(MODE)

Orange and Blue(Split arrow)
Green(AUX)

Red(+),Black(-),Brown(ON/OFF)

8 core cable:

Orange(Right arrow)
Blue(Left Arrow)

Green(AUX),Yellow(MODE)

Red(+),Black(-),Brown(ON/OFF)

White(sync)

MountFunction

T-shaped 

Screws or Bracket

SAE-07-W-2

ECE R65 XA1 00 0026

ECE R10 03 12468

Certificate

● Emergency Vehicle LED Lights

● Rugged, water resistant LED modules

● Easy to installation: two screws lamp replacement.Meets 

and exceeds ECE R65 XA1,ECE R10,SAE 

● Colors available:  amber

● High intensity 3W LEDs

● Bulit-in 30 selectable flash patterns.

● Emergency Vehicle LED Lights

Dual-color design,easy to deal
with unexpected traffic conditions

Led Warning Bars

040301 040302 040303
040304 040305

PIONEER

911 Signal Technology Inc.

Email:sales@911signal.com

Website:www.911signal.com


